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NOTE: Fittings in the drainage system that 
are subject to freezing, such as P-traps in the 
floor, are protected with insulation by the 
manufacturer. Insulation must be replaced if 
it is removed for access to the P-trap. 

§ 3285.905 Heating oil systems. 
It is recommended that the installa-

tion instructions include the following 
information related to heating oil sys-
tems, when applicable: 

(a) Homes equipped with oil burning 
furnaces should have their oil supply 
tank and piping installed and tested 
on-site, in accordance with NFPA 31, 
Standard for the Installation of Oil 
Burning Equipment, 2001 (incorporated 
by reference, see § 3285.4) or the LAHJ, 
whichever is more stringent. 

(b) The oil burning furnace manufac-
turer’s instructions should be con-
sulted for pipe size and installation 
procedures. 

(c) Oil storage tanks and pipe instal-
lations should meet all applicable local 
regulations. 

(d) Tank installation requirements. (1) 
The tank should be located where it is 
accessible to service and supply and 
where it is safe from fire and other haz-
ards. 

(2) In flood hazard areas, the oil stor-
age tank should be anchored and ele-
vated to or above the design flood ele-
vation, or anchored and designed to 
prevent flotation, collapse, or perma-
nent lateral movement during the de-
sign flood. 

(3) Leak test procedure. Before the sys-
tem is operated, it should be checked 
for leaks in the tank and supply piping, 
in accordance with NFPA 31, Standard 

for the Installation of Oil Burning 
Equipment, 2001 (incorporated by ref-
erence, see § 3285.4) or the requirements 
of the LAHJ, whichever is more strin-
gent. 

§ 3285.906 Telephone and cable TV. 
It is recommended that the installa-

tion instructions explain that tele-
phone and cable TV wiring should be 
installed in accordance with require-
ments of the LAHJ and the National 
Electrical Code, NFPA No. 70–2005 (in-
corporated by reference, see § 3285.4). 

§ 3285.907 Manufacturer additions to 
installation instructions. 

A manufacturer may include in its 
installation instructions items that are 
not required by this chapter as long as 
the items included by the manufac-
turer are consistent with the Model In-
stallation Standards in this part and 
do not take the manufactured home 
out of compliance with the MHCSS. 

PART 3286—MANUFACTURED 
HOME INSTALLATION PROGRAM 

Subpart A—Generally Applicable 
Provisions and Requirements 

Sec. 
3286.1 Purpose. 
3286.2 Applicability. 
3286.3 Definitions. 
3286.5 Overview of installation program. 
3286.7 Consumer information. 
3286.9 Manufacturer shipment responsibil-

ities. 
3286.11 Temporary storage of units. 
3286.13 Waiver of rights invalid. 
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